
Description:
MS polymer based transparent single component, elastic 
sealant and adhesive which does not contain solvent and 
isocyanate.
   
Application Areas:
• Indoor and outdoor
• Applications where transparent adhesives and sealing 

materials are required
• Installation and isolation of glass, mirror and glazed 

surfaces
• Joint combinations and adhesion of aluminum, wood, 

metal and glass,
• Joints and adhesion of stainless, galvanized or black steels
• Intersection and adhesion details of prefabricated 

elements
• Joints of sheet and metal for adhesion, isolation and 

the absorption of the vibrations in the production of 
automotive, container, vehicle body and caravan

• Filling joints and adhesion of natural materials such as 
marble, natural stone and granite.

Advantages:
• Single component, easy to apply
• Can be used on all kinds of different colored surfaces due 

to its transparent nature
• Tolerates all kinds of movements and protects its isolation 

properties in joints thanks to its high modulus (HM) and 
high adhesion property

• Does not lose volume or mass when cured
• Does not cause bubbles following applications on damp 

surfaces
• Resistant to UV, does not crack or turn to yellow. Can be 

used outdoor
• Durable, does not contain solvent and isocyanate. 

Does not shrink, sag or peel off
• Provides strong and elastic adhesion in buildings and 

vehicles exposed to vibrations
• Prevents mold and fungus formation
• Cures neutrally, odorless
• Protects its elasticity even in low and high temperatures 

(-40°C and +80°C) once cured.

Consumption: 
In adhesion applications, the consumption amount varies 
depending on the application surface and the load.
In sealant applications, please refer to the table below.

Width of the joint
mm

Depth of the joint
mm

Consumption
ml (per 1 m)

Consumption
g (per 1 m)

5 5 25 25.5
10 10 100 102
20 12 240 244.8

Packaging:
290 ml plastic cartridges

Description:
Silicone based, single component, elastic adhesive used 
in bonding EPDM membranes and coverings. Does not 
contain solvent or isocyanate.

Application Areas:
• Indoor and outdoor
• Bonding and fixing of EPDM membranes and coverings.

Advantages:
• Single component, easy to apply
• Bonds EPDM membranes and coverings strongly to the 

surface
• Can be used in joints of EPDM membranes and coverings 

as adhesive and for isolation purposes
• Tolerates all kinds of movements and protects its 

isolation properties in joints thanks to its high adhesion 
property

• Provides strong and elastic adhesion in buildings exposed 
to vibrations

• Does not lose volume or mass when cured
• Durable, does not contain solvent and isocyanate. 

Does not shrink, sag or peel off
• Resistant to UV, does not crack or turn to yellow. Can 

be used outdoor
• Prevents mold and fungus formation
• Cures neutrally, odorless
• Protects its elasticity even in low and high temperatures 

(-40°C and +150°C) once cured.

Consumption:
Varies depending on the application surface.

Packaging:
600 ml aluminum sausages

Description: 
Polyurethane based, single component, multi-purpose 
wood and marine adhesive.

Application Areas:
• Indoor and outdoor
• Repairing wooden balustrade, staircases, door frames 

etc. and in fixing them to various surfaces such as metal, 
concrete etc.

• Furniture production
• Boat construction.

Advantages:
• Single component and easy to apply thanks to its low 

viscosity
• Has high adhesive property
• Does not lose volume or mass when cured
• Resistant to water. Class D4 according to DIN EN 204 

Standard
• Prevents mold and fungus formation 
• Adheres perfectly on many surfaces without primer
• Protects its elasticity even in low and high temperatures 

(-30°C and +100°C) once cured.

Consumption: 
Approximately 150 ml/m2 

Packaging:
600 g plastic bottles
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Technical Properties
Appearance : High viscosity MS paste
Color : Transparent
Density : 1.02 ± 0.03 g/cm3

Hardness (Shore A) : 40 ± 5 
Film Formation Time : 30 ± 10 minutes        
Curing Rate : 2 mm/24 hours
Tensile Strength : ≥ 1.50 MPa (DIN 53404)
Elongation at Break : > 300% (DIN 53504)
Application Temperature : Between +5°C and +35°C
Service Temperature : -40°C / +80°C

Technical Properties
Appearance : High viscosity silicone paste
Color : Black
Density : 1.35 ± 0.05 g/cm3

Hardness (Shore A) : 30 ± 5 
Film Formation Time : 20 ± 5 minutes        
Curing Rate : 3 mm/24 hours
Tensile Strength : ≥ 2 MPa (DIN 53404) 
Elongation at Break : > 400% (DIN 53504)
Application Temperature : Between +5°C and +40°C
Service Temperature : -40°C / +150°C

Technical Properties
Appearance : Light brown colored flowable adhesive
Density : 1.10 ± 0.05 g/cm3

Film Formation Time : 50 ± 10 minutes       
Application Temperature : Between +5°C and +35°C
Service Temperature : -30°C / +100°C 
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Application instructions and technical data provided for the products are obtained in line with our experience and the tests are implemented according to international standards, 
under ambient temperatures of 23±2°C and ambient relative humidity conditions of 50%±5. Higher temperatures decrease while lower temperatures increase these durations.


