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Technical Data Sheet (TDS) 

Sealants / Silicone Sealants 

SS 934 CONSTRUCTION  
Neutral Construction Silicone Sealant 

 

Description 
 
High quality, single component, 100% silicone, neutral, solvent-free sealant which is cured with the moisture in 
the air. Can be used in all indoor and outdoor areas of the building. 
 
 

Application Areas 
 
! Indoor and outdoor 
! All kinds of aluminum cladding facade joints 
! As a sealing material in construction joints 
! Bathrooms and kitchens, in joints of shower cabin, 

bath tub, washbasin, kitchen sink etc. 
! Glass assembly works 
! Joint combinations of glass, aluminum and glazed 

surfaces, 

! Sealing window frames 
! Isolation of cold storage depots 
! For sealing and filling purposes in door and 

window gaps, 
! All kinds of joint applications due to its neutral 
! characteristics.

 
 

Advantages 
 
! Single component, easy to apply 
! Does not contain solvent and durable. Does not 

shrink, sag or peel off 
! Resistant to UV, does not crack or turn to yellow. 

Can be used outdoor 
! Tolerates small movements and protects its 

sealing properties in joints, thanks to its high 
adhesion property 

! Highly elastic, can be expanded more than 5 times 
of its length and turns to its original form without 
being distorted 

! Not affected from weather conditions after one 
hour when cured. Resistant to abrasion 

! Prevents mold and fungus formation 
! Odorless 
! Protects its elasticity even in low and high 

temperatures (-40°C and +150°C) once cured 
! Resistant to detergents, cleaning materials and 

diluted chemical solutions 
! Not harmful or poisonous.

 
 

Application Information 
 
Surfaces must be dry and clear of oil and dust. Cover the boundaries of the application area with a masking tape. 
Cut the nozzle of the cartridge as much as you want and place the cartridge to the gun. After applying the product 
with the gun, it is recommended to use a correction equipment. Following the application remove the masking 
tape immediately. 
 
 

Consumption 
 

Width of the 
joint mm 

Depth of the 
joint mm 

Consumption 
 ml (for 1 m) 

Glossy 
Consumption 
g (1 m için) 

Matte 
Consumption 
g (1 m için) 

5 5 25 25,50 33,75 
10 10 100 102 135 
20 12 240 244,80 324 
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Technical Data Sheet (TDS) 

Technical Properties 
 

Appearance High viscosity silicone based sealant 

Color Transparent, White, Grey, Black, Dark Brown 

Application Temperature Between +5°C and +40°C 

Joint Movement Capability ± 25%  ISO 11600 

Service Temperature -40°C / +150°C 

  Glossy                                            Matte 
Density 1,02 ± 0,02 g/cm3                             1,35 ± 0,05 g/cm3 

Tack-Free Time 20 ± 5 minutes                              20 ± 5 minutes 

Curing Rate 3 mm / 24 hours                              3 mm / 24 hours 

Hardness (Shore A) 20 ± 5                                             30 ± 5 

Tensile Strength ≥ 1 MPa                                            ≥ 1 MPa 

Elongation at Break > 500% (14 days)                              > 400% (14 days) 
 

 

Packaging 
 
Net 300 ml plastic cartridges 600 ml aluminum sausages 
 
 
* Application instructions and technical data provided for the products are obtained in line with our experience and the tests are implemented 
according to international standards, under ambient temperatures of 23±2°C and ambient relative humidity conditions of 50%±5. Higher 
temperatures decrease while lower temperatures increase these durations. 

 


